
SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET43045 SEE CHART
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DRAWING SIZE THIRD ANGLE PROJECTION
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GENERAL TOLERANCES
(UNLESS SPECIFIED)

MM INCH

4 PLACES ± ±

3 PLACES ± ± 0.01

2 PLACES ± 0.25 ± 0.014

1 PLACES ± 0.36 ±

0 PLACES ± ±

ANGULAR TOL ± 0.5
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WITHIN DIMENSIONS

FORMAT: Eng-lega-master-tb-prod-C
REVISION: C
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7.  CIRCUIT SIZES 2-6: "D" IS .265/6.74 FOR .010/0.25 STEP
     CIRCUIT SIZES 8-24: "D'' IS .063/1.60 FOR .010/0.25 STEP.
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3.  PRODUCT SPECIFICATION:  PS-43045
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RECOMMEND PCB THICKNESS: .062/1.57
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9.  METAL TAB MAY BE FLUSH WITH PCB.
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1.  HOUSING MATERIAL:  GLASS FILLED LIQUID CRYSTAL POLYMER
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TERMINAL MATERIAL:  BRASS ALLOY

5.  MATES WITH MICRO FIT (3.0)  RECEPTACLE SERIES 43025
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4.  TRAY PACKAGED:  SEE MOLEX DRAWING PK-70873-0313
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8.  TO AVOID INTERFERENCE BETWEEN RECEPTACLE AND PCB, HEADER MUST BE PLACED 
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